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6Base Profile 1 – Level Entry (Concrete Floor)

Linea Quattro Shower 
Base – Level Entry set 
in Concrete Floor

Wallboard

Wall Tiles
Waterproofing layer

Upstand 
85mm min. (at drain end)

70mm

Extra Nog

Upstand screwed back to Extra Nog

Toughened safety glass

Bathroom floor tiles

Waterproofing layer

Factory Installed glazing channel

Shower base tiles
* Tiler may stick tiles directly to the shower tray using a tile adhesive specific 
for bonding with fibreglass.
* Tiler may use waterproofing on the tray, then stick the tiles to the substrate 
using a compatible adhesive.

Recess (for depth refer to 
Recess Depth chart)

Excess flooring 
between joists

Flooring 

Additional 
flooring supports

Tile and slate underlay

Linea Quattro shower base profile – level access in a timber floor
Tiled Walls – tiled base
(NOT TO SCALE)
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Waterproofing flange40/50mm Easy Clean 
waste socket

Wallboard

Upstand 
85mm min. (at drain end)

55mm

Extra Nog

Upstand screwed back to Extra Nog
Satin trim

Toughened safety glass

Bathroom floor tiles

Waterproofing layer

Factory Installed glazing channel

40/50mm Easy Clean 
waste fitting

Shower base tiles
* Tiler may stick tiles directly to the shower tray using a tile adhesive specific 
for bonding with acrylic surface.
* Tiler may use waterproofing on the tray, then stick the tiles to the substrate 
using a compatible adhesive.

Recess (for depth refer to Recess Depth chart)

Levelling compound Concrete Slab

Floor level

Linea Quattro shower base profile – level access in a concrete recess
Ellure wall Lining – tile base
(NOT TO SCALE)
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Ellure Wall Liner
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7 Base Profile  2 – Level Entry  (Timber Floor)

Linea Quattro Shower 
Base – Level Entry set 
in Timber Floor

Wallboard

Wall Tiles
Waterproofing layer

Upstand 
85mm min. (at drain end)

55mm

Extra Nog

Upstand screwed back to Extra Nog

Toughened safety glass

Bathroom floor tiles

Waterproofing layer

Factory Installed glazing channel

Shower base tiles
* Tiler may stick tiles directly to the shower tray using a tile adhesive specific 
for bonding with acrylic surface.
* Tiler may use waterproofing on the tray, then stick the tiles to the substrate 
using a compatible adhesive.

Recess (for depth refer to 
Recess Depth chart)

Excess flooring 
between joists

Flooring 

Additional 
flooring supports

Tile and slate underlay

Linea Quattro shower base profile – level access in a timber floor
Tiled Walls – tiled base
(NOT TO SCALE)
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Waterproofing flange40/50mm Easy Clean 
waste socket
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8Base Profile 3 – Step Entry (Timber or Concrete Floor)

Linea Quattro Shower 
Base – Step Entry set on 
Timber or Concrete Floor

Wallboard
Waterproofing layer
Wall tiles

Upstand 
85mm min. (at drain end)

55mm

Extra Nog Upstand screwed back to Extra Nog

Satin Face

Toughened safety glass

Bathroom floor tiles

Waterproofing layer

Factory Installed 
glazing channel

40/50mm Easy Clean waste fitting Floor level

Shower base tiles
* Tiler may stick tiles directly to the shower tray using a tile adhesive specific 
for bonding with acrylic surface.
* Tiler may use waterproofing on the tray, then stick the tiles to the substrate 
using a compatible adhesive.

Linea Quattro shower base profile – step entry 
(NOT TO SCALE)

©Atlantis Bathroom Style Limited
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Waste Fitting 
Specifications

Waste and Channel
Recess Specifications

AQUAPLANE WASTE FITTING

• EasyClean Waste with in-built trap

• 50L/min ultra flow rate

• Removable fin for easy cleaning

• 40/50mm outlet with swivel 
fitting

• Components bolt together for 
guaranteed watertightness

FFL

Overall
Depth
150mm

Linea Quattro
Shower Base
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Fin

Upper

Upper Seal

Bottom Seal

Body

Swivel Outlet
40/50mm

Nut

Ensure that you have a recess of 150mm wide 
x 600 mm long x 150 mm deep for the channel 

drain and waste outlet



Wall To Quattro Base (B)

atlantis Wet Area Systems Shower  -  Tiled Walls & Linea Quattro Base

Aqualine or Villaboard

Tile adhesive

Membrane

Selected ceramic tiles

Tile adhesive

Selected ceramic tiles

Reinforcement tape

Linea Quattro base
adhered to level surface

 © Copyright and all other intellectual property rights are claimed and reserved by Atlantis Bathroom Style Ltd. 2015.



Wall To Quattro Base " Recessed" (B)

atlantis Wet Area Systems
Shower  -  Tiled Walls & Linea Quattro Base "Recessed"

Aqualine or Villaboard

Tile adhesive

Membrane

Selected ceramic tiles

Tile adhesive

Selected ceramic tiles

Linea Quattro base
adhered to level surface

Reinforcement tape

 © Copyright and all other intellectual property rights are claimed and reserved by Atlantis Bathroom Style Ltd. 2015.



Linea Quattro Base Recessed into Timber Floor (C)

Linea Quattro Base Level Entry on Timber Floor

Toughened safety glass screens

Factory installed glazing channel

Selected ceramic tiles

Tile adhesive

Linea Quattro base on 
top of recessed flooring

Code compliant flooring

Floor framing to NZS3604 
or specific design

Silicon sealant between tile 
and glazing channel

Waterproofing applied 
by others

Tile adhesive

Waterproofing floor flange

Tile and slate underlay



Floor To Linea Quattro Base (C)

atlantis Wet Area Systems Shower  -  Tiled Walls & Linea Quattro Base

Factory installed
glazing channel

Toughened safety
glass screens

Tile adhesive

Selected ceramic tiles

Silicon sealant between
tile end Satin trim

Tile adhesive

Selected ceramic tiles

Satin trim

Linea Quattro base
adhered to level surface

 © Copyright and all other intellectual property rights are claimed and reserved by Atlantis Bathroom Style Ltd. 2015.



atlantis Wet Area Systems Shower  -  Tiled Walls & Linea Quattro Base
Level Entry on Timber Floor

Wall To Level Entry Quattro Base (B)

Aqualine or Villaboard

Tile adhesive

Membrane

Selected ceramic tiles

Tile adhesive

Selected ceramic tiles

Linea Quattro base on
top of recessed flooring

Floor framing to NZS3604
or specific design

Code compliant flooring

Reinforcement tape

 © Copyright and all other intellectual property rights are claimed and reserved by Atlantis Bathroom Style Ltd. 2015.



atlantis Wet Area Systems Shower  -  Tiled Walls

Wall Internal Corner (A)

Aqualine or Villaboard

Tile adhesive

Membrane

Corner reinforcement tape

Sealant

Selected ceramic tiles

 © Copyright and all other intellectual property rights are claimed and reserved by Atlantis Bathroom Style Ltd. 2015.
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