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Spray pattern: @  head = Round 100mm  ø
@ 1/2m  = Round 200mm  ø
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Water Inlet and Mounting: 1/2" BSP male outlet required from wall which acts as the lower mounting point 

  for Spigot connection. Lock spigot in place with grub screws

Code: PR MSH CH RDCode: PR MSH BLK RD PR MSH BN RD PR MSH GM  RD

Chrome                              Finish: Black                              Brushed-Nickel                               Gun Metal                              

Flow Control: PCW 9 = 9ℓ/min

Swivel Fitting

Note: 2 year warranty on powder coated finish

fixing point of the rail

Suitable for mains pressure only

Recommended Operational Pressure Range:  150 - 600 kPa

Never to Exceed: 1000 kPaMaximum Operating Temp: 80°C

Please note: Specifications are subject to change without notice. It is the responsibility of the installer to check the measurements of the physical product before installation

Multi Spray Handshower Set Built-In Elbow Round

Prestigio

Rail:  Rectangular Profile: 15mm x 50mm 

  Length:  700mm

   

Clamp:  Twist to lock/unlock  Clamp is also reversible
   

End Posts: Round 35mm diameter 

Shower Head: Multi spray  

  

   
Spray Hose Construction: Metal: Coloured 

  
Length: 1.5m

 
  

Built In Wall Elbow: Elbow built into lower rail mounting point with 1/2" BSP female inlet 

  

Note: Before fitting lining check that the water outlet is @ the bottom

Powder coated brass 

Push: Standard spray, Mist, Standard spray + Mist 

Narrow Bore Hose

Centre to centre:  600mm

Foot Print with Dress Ring: 60mm diameter x 10mm cover plates 
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