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Code: PR SRWM RDCode: PR SRWM RD BLK PR SRWM RD BN PR SRWM RD GM

Chrome                              Finish: Black                              Brushed-Nickel                               Gun Metal                              

Code: PR SR HEAD RDCode: PR SR HEAD RD BLK PR SR HEAD RD BN PR SR HEAD RD GM

Chrome                              Finish: Black                              Brushed-Nickel                               Gun Metal                              

Wall Mounted

Please note: Specifications are subject to change without notice. It is the responsibility of the installer to check the measurements of the physical product before installation

Rain Head & Arm Wall Mounted

Prestigio

Suitable for low/unequal & mains pressure systems 

Recommended Operational Pressure Range:  35 - 600 kPa

Never to Exceed: 1000 kPaMaximum Operating Temp: 80°C

(includes a 400mm long round wall arm)

 

  
 

  

250mm Ø X 8mm thick

 

Head: 

   

 
Inlet:  1/2” BSP thread female  

Rubs clean nipples arranged in a circular pattern

Inlet/outlet: 1/2" BSP female

Arm:  Round 25 X 400mm long

Spray pattern: @  head = 210mm Ø

@ 1/2m  = 210mm Ø

Cover Flange: 58mm Ø x 10mm  

Installation Hole: 22 - 40mm

Flow control: PCW 9

Flow Rate: Max water flow @ 35 kPa = 12 litres/min

Please note: Removal of the flow control on mains pressure 

Head Only
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1/2" BSP female Inlet
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